
Straightforward installation Protection against leaves and small animals

Weather resistance
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Exhaust air vent, square
as-e 90°/135° 

DL suction and exhaust air vents are suitable as an easy alternative for outside air in-
take and routing exhaust air. In order to prevent foreign bodies and small animals from 
entering the system, a bird protection grille is fitted onto the opening of the outlet. 

A connector profile is fitted as standard with the square model to hold it securely in 
place. DL suction and exhaust air vents are available with a radius of either 90° or 135°. 

Product information

Material
Galvanised steel
Aluminium 
Stainless steel
Copper

Pressure rating
/

Leakage class
/

Dimensions
Width:	 min. 200 mm/max. on request
Height:	 min. 200 mm/max. on request

Recommended air velocity
Exhaust air	 max. 8 m/s

Finish
Powder coating as per RAL 
Wet painting as per RAL 
NCS or DB

Temperature resistance
-40°C to +100°C

Order code
AB-E-W-A-B-A-O 

Material (M)
VZ – galvanised
ALU – aluminium
V2A – stainless steel V2A
V4A – stainless steel V4A
CU – copper

Opening in mm (AxB)
A – channel measurement
B – channel measurement

Connector (A)
P20
P30
Angular frame

Optional (o)
Lock-seam joints 
Welded
RB...x...mm – Frame bores... x ... 
mm
P-RAL... – powder coating 
L-RAL... – painting 
RAL colour of choice

Accessories.
Rain hood 
Roof duct

Technical data Order code legend

Example
Exhaust air vent, galvanised, 500 x 400 P20

Order code 
AB-E VZ-500x400 P20


