
Reduction of noise emissions

Low pressure difference thanks to aerodynamic slats

Free choice of dimensions

Larger cross-sections without separation
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Acoustic weather protection grille
awsg

DL acoustic weather protection grilles in a rectangular design are suitable for incom-
ing and outgoing air; they are installed in building facades and ventilation systems. 
Thanks to their sound-absorbing cladding and low construction depth, they repre-
sent an effective solution when it comes to reducing noise emissions at suction/ex-
haust air openings. At the same time, the weather grille also protects against precip-
itation, foreign bodies and small animals. An optional insect protection grille can also 
be installed to supplement the protection offered by the horizontal slats and the bird 
protection grille. Loose brackets, included in delivery, are used to mount the acoustic 

weather protection grille. In the event of extreme weather conditions (driving rain/
snow), acoustic weather protection grilles do not offer complete protection against 
the entry of precipitation. In order to ensure even distribution of the flow speed be-
tween the slats, the maximum flow speeds set out in VDI 3803 1 (Air-conditioning – 
Structural and technical principles – Central air conditioning systems [VDI Ventilation 
Code of Practice])

Product information

Material
Galvanised steel
Aluminium 
Stainless steel
Copper

Dimensions
Width:	 min. 200 mm/max. on request
Height:	 min. 200 mm/max. on request
Depth:	 300 mm

Recommended air velocity
Outside air <2.0 m/s in the slat area
Exhaust air <4 m/s in the slat area

Finish
Powder coating as per RAL 
Wet painting as per RAL 
NCS or DB

Temperature resistance
-40 °C to +100 °C

Order code
AWSG W-B-H-O 

Material (M)
VZ – galvanised
ALU – aluminium
V2A – stainless steel V2A
V4A – stainless steel V4A
CU – copper

Opening in mm (WxH)
W – width
H – height
Can be freely selected

Accessories.
Insect protection grille
Installation frame
Combination with multi-leaf damper 
or backdraft damper
Frost protection
Crane eyelets
Combination with G3/G4 filter mats

Optional (o)
AL – cover strip, width 50 mm
KS –splitter attenuator (for high 
acoustic requirements) RB...x...
mm – frame bores... ... x ... mm
E – installation frame, bracket 
frame 35 x 35 x 5 mm with corner 
holes, (with optional wall anchors 
– WA)
ISG – with insect protection grille 
on reverse
KÖ – crane eyelets
JK ... – combination with multi-leaf 
damper model ...
ES – frost protection 230 V, be-
hind each slat
P-RAL... – powder coating 
L-RAL... – painting 
RAL colour of choice

Technical data Order code legend

Example
Acoustic weather protection grille, galvanised, 500 x 400 with installation 
frame and insect protection grille

Order code 
AWSG-VZ-500x400-E-ISG


