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Air duct with rectangular cross section 
lock-seam joints

Material
Galvanised steel
Aluminium 
V2A stainless steel
V4A stainless steel

Airtightness class DIN EN 1507
B/C/D

VDI 3803 pressure rating
Pressure range from -500 bis+ 1000 Pa
Pressure range from -750 bis+ 2000 Pa

Connection
P30
P20
P40 – profile frame with corner bracket 

Technical data Order code legend

Order code
LL-E-W-DK-DS-V-O

Material (M)
VZ – galvanised
ALU – aluminium
V2A – stainless steel V2A
V4A – stainless steel V4A

Optional (o)
GR – priming/ MBP – matt – pickled and passivated/
L-RAL... – painting RAL colour of choice 
P-RAL... – powder-coating 
RAL colour of choice 

Sheet thickness and edge length as per factory standard, torsion-free, flutter- and vi-
bration-resistant, cross-connections profiled or reinforced, additional reinforcements 
(interior), streamlined, guide plate arrangement as per DIN EN 1505. Additional seals 
on joints and corner sections are permanently elastic, silicone-free and non-wa-
ter-soluble Transport, storage and assembly as per 

VDI 6022. Suspension/support construction as per DIN EN 12236, soundproofed, to 
be mounted with mounting materials approved under construction regulations, in-
cluding bores, the underlying masonry, drywall or reinforced concrete ceiling 
Billing as per DIN 18379NOB, latest version. 
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