
Free choice of dimensions Damper connector enables large width and height dimen-
sions

For wall or air duct installation Housing available in galvanised steel, aluminium or v2a and 
v4a stainless steel
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High-/low-pressure multi-leaf 
dampers
üjk

DL high-/low-pressure multi-leaf dampers in a square design are suitable for wall and 
channel installation and are used to prevent the entry of unwanted air against the 
planned flow direction. The slats, which move freely in the direction of airflow, close 
the ventilation opening in the event of high or low pressure. 

The aluminium slats are borne in a plastic bushing and protected against roll-over. In 
accordance with the installation method selected, the high-/low-pressure mutli-leaf 
damper is fitted with an installation frame. In most cases, they represent a cost-effec-
tive alternative to conventional multi-leaf dampers.

Product information

Material
Galvanised steel
Aluminium
V2a stainless steel 
V4a stainless steel 

Leakage class
/

Dimensions
Width: 	 min. 210– on request
Height: 	 min. 210– on request
Depth:	 120 mm channel mounting, 50 mm wall mounting

Recommended air velocity
Inflow:	 6–8m/s

Finish
Powder coating as per RAL 
Wet painting as per RAL 
NCS or DB

Temperature resistance
-20°C to +80°C

Order code
ÜJK-M-W-B-H-V-O

Assembly (M)
K – channel assembly
W – wall assembly

Housing material (M)
VZ – galvanised
ALU – aluminium
V2A – stainless steel V2A
V4A – stainless steel V4A

Opening in mm (WxH)
W – width
H – height
Can be freely selected

Connector for channel mounting (V)
P30 – profile frame with corner 
brackets, 30 mm
P20 – profile frame with corner 
brackets, 20mm 

Optional (o)
VK – connector claw (to connect 
the damper in width)
VG – connector rod (to connect 
the damper in height)
E-MA – 

installation frame, 
corner frame, 35 x 35 x 5 mm 
with corner bores, with wall 
anchor 

…-VSG – with bird protection grille 
as ingress protection
WSG –… combination with weath-
er protection grille.
P-RAL... – powder coating 
L-RAL... – painting 
RAL colour of choice

Accessories (o)
Installation frame for masonry
Combination with weather protec-
tion grille or bird protection grille
Coating as per RAL

Technical data Order code legend

Example
High-pressure multi-leaf damper, channel mounting, housing in V4A stain-
less steel, 500 mm x 400 mm, P30 connector frame

Order code 
ÜJK-K-V4A-500-400-P30


