
Suitable for standard pocket filters Hygiene-certified

Straightforward filter replacement
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Standard pocket filter housing
dl stfg

In order to ensure optimum ambient air quality, it is necessary to filter the outside air, 
removing pollen, dust and particles from this air before it is released into ventilated ar-
eas. Thanks to our DL standard pocket filter housing in a square design, pocket filters 
of all ISO ePM classes as per EN ISO 16890 (G1–F9 as per EN 779) can be integrated 
within the channel ducts. The filters can be easily replaced via the spring clip fixing. 

Access is ensured via the generous lateral inspection plate, which can be opened and 
closed using knurled screws and which is fitted with a handle. A connector profile is 
fitted to the channel to hold this model firmly in place. The DL standard filter housing 
meet the hygiene requirements of VDI 6022, VDI 3803- 4 and DIN 1946-4.

Product information

Material
Galvanised steel
V2a stainless steel 

Pressure rating
-500 Pa/+1000 Pa 
-750 Pa/+2000 Pa

Leakage class
ATC 3 (C)

Dimensions
Width: 	 min. 305 mm/max. 2440 mm
Height: 	 min. 305 mm/max. 2440
Length: either 500 mm or 800 mm

Recommended air velocity
Dependent on the filter used

Finish
Powder coating as per RAL 
Wet painting as per RAL 
NCS or DB

Temperature resistance
-40°C to +100°C

Order code
DL STFG-L-W-BxHxL-DS-DK-V-O

Length in mm (L)
500
800

Material (M)
VZ – galvanised
V2A – stainless steel V2A

Opening in mm (WxH)
W – width
H – height

DS/VDI 3803 pressure rating
M – moderate pressure, pressure 
range from -500 to + 1000 Pa
M – moderate pressure, pressure 
range from -750 to + 2,000 Pa

DK/airtightness class DIN EN 16798-3 
(DIN EN 1507)
ATC 3 (C)

Connection (V)
P20, P30 – profile frame with 
corner bracket

Optional (o)
P-RAL... – powder coating 
L-RAL... – painting 
RAL colour of choice

Accessories (o)
Insect protection grille
Weather protection grille

Technical data Order code legend

Example
Standard pocket filter housing 1,220 x 905, Length 800 mm, galvanised 
steel, pressure rating M, leakage class C, with P30 profile

Order code 
DL STFG-500-VZ-1220x905-M-C-P30


